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This short guide outlines the basic 
procedures for using, installing and 

maintaining the station.

INDEX
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WARNING

WARNING

BEFORE USE, IT IS RECOMMENDED TO ANCHOR 
THE STATION TO THE GROUND.

DURING THE WINTER PERIOD, IF NOT IN USE,
WE RECOMMEND COVERING THE STATION.

THE STATION DOES NOT REQUIRE ANY
EXTRAORDINARY MAINTENANCE, DESPITE BEING

EXPOSED TO WEATHER CONDITIONS.
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OVERVIEW DESCRIPTION

ATTENZIONE: NON MUOVERE O URTARE LA BICICLETTA QUANDO È AGGANCIATA
AL BRACCIO DI SUPPORTO PER EVITARE DI FARLA CADERE. MAX 40 KG.

X Station

G Spray gun, hose and quick-release water connector

P Bike holder

S Torx T25 key supplied for tightening the station cover screws

T Torx T40 key supplied for bike holder (P)

R 4 inserts for anchoring the station to the ground Ø10x65

Z 4 screws supplied for tightening the bike holder (P), these screws
 are pre-installed on the station (Photo 1)

Photo 1

Z

Z

Z

Z

OBTAIN A 17 MM SPANNER
BEFORE PROCEEDING WITH THE
REPLACEMENT OF THE SUPPORT

ARM AND THE TOOL KIT.
THE 17 MM SPANNER

IS NOT SUPPLIED.

WARNING
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HOW TO ATTACH THE BICYCLE TO THE SUPPORT ARM

Lift the bicycle and place the front side of the saddle in contact with the support arm 
(A), keeping the bicycle hooked as shown in (Photo 1); the maximum allowed load is 
MAX 40 kg.

Photo 1

WARNING: DO NOT MOVE OR KNOCK THE BICYCLE WHEN IT IS HOOKED
TO THE SUPPORT ARM TO AVOID IT FALLING. MAX 40 KG.

A

A

MAX LOAD
40kg
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BIKE HOLDER INSTALLATION
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o mount the bike holders (P), which have no speci�c installation direction and are 
compatible with both left and right sides, as well as the upper and lower parts, it is 
necessary to unscrew the screws (Z) already in place in the dedicated holes on the 
station, as shown in (Photo 2), using the supplied Torx T40 key (T). Then align the bike 
holders (P) with the holes as shown in (Photo 1), reinsert the screws (Z) and tighten 
them �rmly using the Torx key (T), as shown in (Photo 3).

Photo 1

Photo 3Photo 2

Z

Z

Z

Z

Z

P P

T T
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HOW TO PARK FOR CLEANING THE BICYCLE

Two modes are available for parking and cleaning the bicycle: The �rst, shown in (Photo 1), 
involves hooking the bike to the support arm by resting the underside of the saddle. This 
con�guration allows easy access to the bottom bracket area, as shown in (Photo 1). The 
second mode, shown in (Photos 2 and 3), involves parking the bike in the designated 
bike holder, making it easier to access the front or rear wheel.

Photo 3

Photo 1

Photo 2
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INSTALLATION OF THE STATION

The base of the station includes four holes (A, B, C, D) allowing ground �xing using the 
four Ø10x65 anchoring inserts (R) provided (Photo 1). If the ground is not suitable for 
anchoring, for example, in the presence of soil or sand, we recommend building a 
concrete base (E) measuring 60x40 cm with a depth of 40 cm, as shown in (Photo 2).

DA
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R R

RR

60 cm

40 cm
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E
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Photo 1
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BEFORE
USE, IT IS

RECOMMENDED
TO ANCHOR
THE STATION

TO THE
GROUND.

WARNING
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REPLACEMENT OF THE BRUSH SET
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To replace the brush set, follow the steps described on page 10 in the section REPLACE-
MENT OF THE SUPPORT ARM. Once screws (E1) and (E2) securing the support arm (E) 
and the tool kit holder (D) have been removed (Photo 7)

E D

Photo 7

Photo 5 Photo 6

D

E2

E

Begin by unscrewing the two screws (B), one on each side, securing the cover (C), using 
the Torx key (S) provided. Once removed, free and remove the cover (C) (Photo 1) to 
access the interior of the structure. Next, unscrew screws (E1) and (E2), which secure the 
support arm (E) and the tool kit holder (D), using a 17 spanner (C), NOT SUPPLIED. Screw 
(E1) must be removed from above (Photo 2), while screw (E2) is accessed from the tool 
kit compartment (Photo 3), with a close-up shown in (Photo 4). Once completed, the 
support arm can be removed as shown in (Photo 5).

REPLACEMENT OF THE SUPPORT ARM
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The connection of the water hose to the station to supply the bicycle washing gun (G) 
(Photo 1) is extremely simple. On the back of the station there is a universal quick-relea-
se coupling (A) (Photo 2): simply insert a ø25 rubber hose (B), connected to the water 
mains, into the quick coupling (A), tighten �rmly, from this moment the bicycle washing 
gun can be used!

UNIVERSAL QUICK WATER CONNECTION
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Photo 1

G

Photo 2

B
25

A

A

BEFORE USE,
IT IS RECOMMENDED

TO ANCHOR THE STATION
TO THE GROUND.

WARNING
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NOTE
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