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THE SHELTER REQUIRES NO EXTRAORDINARY MAINTENANCE
DESPITE EXPOSURE TO ATMOSPHERIC CONDITIONS.

DURING THE WINTER PERIOD, IF NOT IN USE,
IT IS RECOMMENDED TO COVER IT.

This short guide outlines the basic
procedures for the use, installation,

and simple maintenance of the shelter.

FRONT REARRIGHT SIDE LEFT SIDE

FOR THE HANDLING, UNLOADING,
AND INSTALLATION OF THE CANOPY, IT IS MANDATORY TO USE

ONLY QUALIFIED AND HIGHLY SPECIALIZED PERSONNEL.

TRANSPORT PACKAGING

BEFORE USE, IT IS RECOMMENDED TO SECURE THE CANOPY TO THE GROUND.

DURING HANDLING, UNLOADING, AND INSTALLATION
OPERATIONS, THE USE OF PERSONAL PROTECTIVE
EQUIPMENT (PPE) IS STRONGLY RECOMMENDED



Photo 1 Photo 2

PENS-S-ST&GO USER AND MAINTENANCE MANUAL

OVERVIEW OVERVIEW DESCRIPTION
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A  Shelter

B  Set of 16 screws supplied for securing the shelter in the open position, 8 screws per side

C  Set of 2 plastic hole covers

D  Set of 4 plastic hole covers

E  Wrench No. 24 (not included) for tightening screws (I)
F  Hex key No. 10 for tightening screws (B)

G  Torx T25 key (included) for tightening the socket inspection screw set

H  Torx T40 key (included) for tightening bike holder screws

I  Set of 24 nuts for shelter ground anchoring (see photos 1 and 2 for details)

L  Set of 12 threaded rods for ground anchoring of the shelter (see photos 1 and 2 for details)

M  Electrical panel

N  Electrical panel key

T  Galvanized cross-shaped grounding rod

R1  Set of 12 washers

Z  Wooden pallet for transport, the shelter is secured using the threaded rods (L) and fastened with the nuts (I)
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WARNING: DO NOT DISPOSE OF THE 24 NUTS (I) AND THE 12 THREADED RODS (L)
(PHOTOS 1 AND 2) USED TO SECURE THE SHELTER TO THE TRANSPORT PALLET

THEY WILL BE REQUIRED FOR ANCHORING THE SHELTER TO THE GROUND.
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MOVING AND POSITIONING THE SHELTER MOVING AND POSITIONING THE SHELTER
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To safely move and unload the shelter from the transport vehicle, DO NOT UNSCREW IT FROM THE TRANSPORT 
PALLET. Attach the shelter using two lifting straps (O) to the designated lifting eyes on the central crossbar 
(see Photos 1 and 2). Pass the straps from above, between the rear panel and the closed shelter, following 
the direction of the arrows shown in the photo. Use lifting equipment with a minimum capacity of 800 kg.

Once attached to the lifting eyes with the lifting straps (O), connect both sides to a single hook with a chain (P) 
having a minimum load capacity of 800 kg, to balance the weight and ensure safe movement, as shown in the 
photo. The shelter can then be lifted together with the transport pallet (Z).

Photo 1 Photo 2

MINIMUM
LOAD

CAPACITY
800kg
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WARNING / MINIMUM LOAD CAPACITY 800 KG TO MOVE OR POSITION THE SHELTER, IT IS RECOMMENDED TO USE AN
APPROPRIATE EQUIPMENT WITH A MINIMUM LOAD CAPACITY OF 800 KG.

USER AND MAINTENANCE MANUAL

MOVING AND POSITIONING THE SHELTER MOVING AND POSITIONING THE SHELTER
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At this point, place the shelter along with the transport pallet (Z) on the ground (Photo 1). Once on the ground, 
DO NOT DETACH THE SHELTER FROM THE LIFTING STRAPS (O) FOR SAFETY REASONS. Ensure that the shelter rests 
on a �at surface to prevent tipping. Next, unscrew the 12 nuts (I) (Photos 1 and 2) using a No. 24 wrench (E), not 
supplied. Do not discard the nuts (I) and threaded rods (L); they will be needed to anchor the shelter to the 
ground.

At this point, place the shelter along with the transport pallet (Z) on the ground (Photo 1). Once on the ground, 
DO NOT DETACH THE SHELTER FROM THE LIFTING STRAPS (O) FOR SAFETY REASONS. Ensure that the shelter rests 
on a �at surface to prevent tipping. Next, unscrew the 12 nuts (I) (Photos 1 and 2) using a No. 24 wrench (E), not 
supplied. Do not discard the nuts (I) and threaded rods (L); they will be needed to anchor the shelter to the 
ground.

Once the shelter is freed from the threaded rods (L) that secured it to the transport pallet (Z), it can be safely lifted 
and positioned as desired..

MINIMUM
LOAD

CAPACITY
800kg
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ANCHORING THE SHELTER TO THE GROUND

The shelter can now be positioned on the concrete foundation.

MINIMUM
LOAD

CAPACITY
800kg

TO ENSURE MAXIMUM SAFETY, THE CONSTRUCTION OF THE CONCRETE
FOUNDATION FOR ANCHORING THE SHELTER TO THE GROUND

MUST BE ENTRUSTED TO A SPECIALIZED CONSTRUCTION TECHNICIAN.

Photo 2 Photo 3

Photo 1
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MOVING AND POSITIONING THE SHELTER

Each base of the shelter features 6 holes ø18 mm for anchoring to the ground (Photo 1). For safety reasons, lower 
the shelter slowly and insert the threaded rods (L) into the 12 holes on the bases (Photos 2 and 3).
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THE DESIGN AND CONSTRUCTION OF THE BASE FOR INSTALLING THE SHELTER IS THE RESPONSIBILITY OF THE CUSTOMER.

IMPORTANT NOTE: BEFORE CONSTRUCTING THE CONCRETE FOUNDATION REQUIRED TO ANCHOR THE SHELTER, A 
PROPER GEOTECHNICAL ANALYSIS OF THE SOIL MUST BE CARRIED OUT TO DETERMINE THE MOST APPROPRIATE 
TYPE AND DIMENSIONS OF THE FOUNDATION, ENSURING THE STRUCTURAL STABILITY OF THE INSTALLATION. ALL 
WORKS MUST COMPLY WITH THE APPLICABLE BUILDING CODES AND SAFETY REGULATIONS IN FORCEIN THE 
COUNTRY OF INSTALLATION.
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At this point, secure the shelter using the 24 nuts (I) onto the 12 threaded rods (L) (Photos 1 and 2), with the No. 
24 wrench (E) not supplied. For added safety, it is recommended to tighten two nuts per threaded rod: use one 
nut (I) and a lock nut (I1) screwed above the �rst nut to prevent loosening, as shown in (Photo 3.)
Place a washer (R1) beneath the nuts.

Now that the shelter is securely anchored to the concrete foundation, you can detach it from the lifting straps (O) 
and release it.

Photo 1 Photo 2

OO

Photo 3

I1

R1
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DO NOT DETACH THE SHELTER
FROM THE LIFTING STRAPS (O) YET.

ONLY NOW CAN WE DETACH THE SHELTER
FROM THE LIFTING STRAPS (O).
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ANCHORING THE SHELTER TO THE GROUNDANCHORING THE SHELTER TO THE GROUND
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PENS-S-ST&GO

To open the shelter, attach the lifting straps (O) to the two lifting eyes (U) screwed into the roof of the shelter 
(Photos 1 and 2). Connect both ends of the lifting straps to a single hook with chain (P), as shown in the photo, 
with a minimum load capacity of 800 kg.

Once the shelter is properly secured, unscrew the 8 screws (B) using the provided hex key (F), 4 screws per side 
(Photos 1 and 2), which currently lock the shelter in the transport position. The letter (V) indicates the �xed pin, 
which serves as the pivot point for the shelter’s rotation - DO NOT REMOVE UNDER ANY CIRCUMSTANCES.

MINIMUM
LOAD

CAPACITY
800kg

O

P

O
Photo 2

U

Photo 1

U

DURING THE OPENING OF THE SHELTER
BE CAREFUL NOT TO DAMAGE THE SOLAR PANELS

MINIMUM
LOAD

CAPACITY
800kg

P F

Photo 1 - Left Side

Photo 2 - Right Side
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OPENING THE SHELTER OPENING THE SHELTER
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OPENING THE SHELTER OPENING THE SHELTER

With the shelter released from the screws (B) that secured it in the closed transport position, begin lifting it slowly 
and carefully, without forcing the movement.

Lift the shelter until the holes (A1) on the shelter align with the holes on the supporting column underneath 
(Photos 1 and 2).

O

A1

OO O

Photo 1 - Right Side

Photo 2 - Left Side

DO NOT DETACH THE SHELTER
FROM THE LIFTING STRAPS (O) YET.

A1

A1A1

A1
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Photo 1 - Right Side

Photo 2 - Left Side

PENS-S-ST&GO

With the shelter in the open position and the holes aligned, begin securing the shelter using the 16 screws (B), 8 
on each side (Photos 1 and 2), tightening them with the supplied No. 10 hex key (F).

Now that the shelter is secured, it can be released from the lifting straps (O).

DO NOT DETACH THE SHELTER
FROM THE LIFTING STRAPS (O) YET.
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ONLY NOW CAN WE DETACH
THE SHELTER FROM THE LIFTING STRAPS (O).

OO
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OPENING THE SHELTER OPENING THE SHELTER
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Photo 1 - Right Side

Photo 2 - Left Side

PENS-S-ST&GO

With the shelter in the open position and the holes aligned, begin securing the shelter using the 16 screws (B), 8 
on each side (Photos 1 and 2), tightening them with the supplied No. 10 hex key (F).

Now that the shelter is secured, it can be released from the lifting straps (O).

DO NOT DETACH THE SHELTER
FROM THE LIFTING STRAPS (O) YET.

F

B

B
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B

ONLY NOW CAN WE DETACH
THE SHELTER FROM THE LIFTING STRAPS (O).

OO
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OPENING THE SHELTER OPENING THE SHELTER
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REMOVING TRANSPORT ELEMENTS REMOVING TRANSPORT ELEMENTS

Remove all components used for transport safety and handling of the shelter, namely: the 2 lifting eyes on the roof 
of the shelter (Photos 1 and 1A), the 2 rubber shock absorbers on the front fascia of the shelter (Photos 2 and 
2A), and �nally the 2 lifting eyes on the central crossbar (Photos 3 and 3A).

Manually unscrew the two lifting eyes on the roof of the shelter (Photo 1) and close the hole (D1) with the hole 
cover (D) (Photo 1A).

Photo 3A

Photo 2A

Photo 1A

Photo 3

Photo 2

Photo 1

T1T1

Photo 1APhoto 1

Photo 2APhoto 2

T1

D1

C

T2 T2

D
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EARTH GROUNDING ELECTRODE

Finally, manually unscrew the 2 lifting eyes on the central crossbar (Photo 3) and close the hole (T3) with the hole 
cover (D).

To ground the shelter, insert the galvanized cross-shaped grounding electrode (T) into the soil (Drawing 1) and 
connect it to the base of the shelter using an electrical cable, fastening it to the dedicated grounding screw.

Foto 2APhoto 3APhoto 3

D

T3

Photo 1 DRAWING 1

GROUND

T
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SOCKET INSPECTION COMPARTMENT

On the underside of the central crossbeam of the canopy, you will �nd the access points for the power socket 
inspection compartment as well as the electrical panel.

To access the power socket inspection compartment, unscrew all the screws (C1) (Photo 1) using the supplied 
Torx T25 key (G). WARNING: DO NOT UNSCREW THE SCREWS (D1). Once all the screws are removed, remove the 
panel to access the inspection compartment (Photo 2).

Photo 2Photo 1

SOCKET INSPECTION COMPARTMENT

G

D1 C1C1

C1

C1

SOCKET
INSPECTION

COMPARTMENT
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COMMISSIONING

At the rear of the shelter, you will �nd the access points for the power socket inspection compartment as well as 
the electrical panel.

The shelter is already assembled and ready for operation; using the supplied key (N), open the electrical panel, and 
it will only be necessary to reset the circuit breakers (E1) and the switch (E2) to the (ON) position (Photo 1).

E1 CIRCUIT BREAKER UNIT - E2 FUSE HOLDER UNIT AND SOLAR PANEL SWITCH - E3 INVERTER
E4 SOLAR CHARGE CONTROLLER - E5 TEMPERATURE SENSOR - E6 BATTERY

COMMISSIONING

ELECTRICAL
PANEL

N

N

Photo 1 ELECTRICAL PANEL

E1E2

ON

E4

E3

E6E5
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NOTENOTE
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